
~ SAFETY MANUAL

6.1.3
FIRE APPARATUS MAINTENANCE AND REPAIR

1.0
REFERENCE 
WAC 296-305-04507

NFPA 1911, Standard for the Inspection, Maintenance, Testing, and Retirement of In-Service Automotive Fire Apparatus
2.0
POLICY
2.1
When a fire apparatus is found to be in an unsafe condition, it shall be reported immediately to the company officer or Fire Chief. If in the officer's determination, the apparatus cannot be used in a safe manner, it shall be taken out of service until it has been restored to a safe operating condition.

2.3
All repairs and preventive maintenance to fire apparatus shall only be made by personnel deemed qualified by ____________ or the registered owner of the fire apparatus.

2.4
All apparatus shall be maintained following the department's preventative maintenance program and records shall be maintained for each individual apparatus to record and track potential or on-going problems.

2.5
A minimum annual service test of apparatus shall be made following NFPA 1911 Guidelines. 


2.5.1
If a Pumper fails any portion of the annual service test, as determined by the Department using NFPA 1901, Standard for Automotive Fire Apparatus as the guide, the apparatus shall be placed out of service as a Pumper until adequate repairs are made and the apparatus successfully completes the test identified in Policy 2.5.

2.6
All repairs to the suppression components of emergency vehicles of the fire department 


                used for fire suppression shall be authorized by the registered owners of the fire  

                apparatus to be done by an Emergency Vehicle Technician, ASC certified technicians or  

                factory qualified individuals.  
3.0
DEFINITIONS

N/A

4.0
RESPONSIBILITY
4.1  
Company officers shall ensure vehicle checks are performed  and documented as 


defined. 

4.2  
The Fire Chief or Designee shall ensure all repairs and preventive maintenance as well as


 any annual tests are performed.

5.0
GUIDELINES

Manufacturer's recommendations.

