~ SAFETY MANUAL

9.1.1
FIRE SERVICE EQUIPMENT

1.0
REFERENCE 


WAC 296-305-06001

2.0
POLICY
2.1  
All portable equipment shall routinely be inspected and maintained in such a 



manner as to enable members to achieve objectives during emergencies in a safe 


and efficient manner.

2.2   
Members shall not remove, disable, modify or disconnect any safety feature or 



device from any piece of equipment.

2.3  
Repairs to equipment will be made only by persons trained and authorized to 



make such repairs.

2.4  
Members shall not use any piece of portable equipment until they are properly 


trained on its use and on any safety features and/or precautions.

3.0
DEFINITIONS


N/A

4.0
RESPONSIBILITY
4.1
It shall be the duty of all members to report any defective, unsafe or inoperable equipment to their Company Officer and to remove any unsafe piece of equipment from service until properly repaired. 

4.2
It shall be the responsibility of the Company Officer to see that equipment is repaired prior to its return to service and to establish procedures for adequate inspections and record keeping of inspections of all portable equipment.

5.0
GUIDELINES

5.1
The load capacity shall be stenciled on each portable rescue jack when purchased and the load capacity shall not be exceeded.


5.1.1
The instruction plate on portable jacks shall be maintained in a legible condition.

5.2
Portable powered cut-off saws (rescue saws) shall be used in accordance with the manufacturer's recommendations.

5.3
When not in use, the cutting teeth on a chain saw shall be covered either by an old section of hose, a wooden scabbard, or an equivalent method.

5.4
All axes worn by members shall be provided with a scabbard to guard against injury from the blade and pick of the axe.

5.5
The guards on smoke ejectors or fans shall not be removed. 

5.6
The handling, storage and utilization of acetylene in cylinders shall be in accordance with the Compressed Gas Association Pamphlet G-1 - 2003 edition.

5.7
Abrasive blades in storage shall be protected from contact with water, liquids, petroleum products and their fumes.

5.8
Fiber rope that has been subjected to injurious chemicals or excessive heat shall not be used for load carrying purposes.

5.9 All sharp tools on the outside of fire apparatus must be guarded or covered to 


prevent injury.
